


Locating and Mounting the Breather Assembly

Step 1 - Check both sides of the cylinder block to
determine the locations of the unused hand hole cover
plates.  All are positioned above the oil pan rail.  Two
are located on the “hot” (exhaust manifold) side and a
third is positioned on the “cold” side. Preference should
be given to the plate on the “cold” side.

Step 2 - Find a mounting location for the breather
assembly and bracket at least 14 inches (350 mm)
above the drain tube fitting.  The assembly must be a
minimum of 4 inches (100 mm) from both the exhaust
manifold and exhaust system components. Next,
determine the best location off the engine to mount
the breather assembly to ensure the drain hose will run
directly to the crankcase when installed. The drain
hose must be free of any loops, kinks or abrupt bends
to ensure proper oil drainage.

Step 3 - The “cold” side of the engine is the preferred
location for mounting. The breather assembly must be
mounted vertically (as shown) for proper operation.

Step 4 - Attach the bracket to the mounting location
selected. When the bracket position has been
determined, reverify the breather assembly is mounted
vertically with the oil drain outlets directed downward.
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Installing the Drain Fitting Assembly

Step 5 - Locate the selected hand hole cover plate for
removal.

Step 6 - Clean around the cover plate to ensure no dirt
or contaminants will fall into the crankcase when plate
is removed.  Remove the four mounting bolts used to
attach the plate and carefully remove plate from the
engine. Retain these bolts as they will be reused in
reassembly.

Remove any excess gasket remaining on the block and
clean any oily residue and dirt off mating surfaces to
ensure proper sealing with the new gasket.  Make sure
no foreign materials enter the crankcase.

Step 7 - Install the new cover plate with gasket. Secure
with the four bolts removed earlier and torque to
30 ft-lbs.

Step 8 - Screw in the drain fitting and tighten until it is
in the correct vertical orientation for proper drain hose
routing. Do not overtighten to obtain this orientation
as destruction of the elbow will result.

Installing the Drain Hose

The drain hose connects the breather assembly to the
drain fitting assembly.

CAUTION: The drain hose must be free of any loops,
kinks or abrupt bends to ensure proper oil drainage.

Step 9 - Attach the drain hose to the breather assembly
outlet tubes. Secure with clamps.

Step 10 - Route the drain hose to the drain fitting.
Ensure the check valve in the drain tube assembly
is in a vertical position. If  the hose is too long, trim
the excess from the end of the drain hose.  Do NOT
cut off the check valve or any of the hose above the
check valve. Secure with clamp. Reinspect the hose
and routing to verify it is free of any loops, kinks or
abrupt bends.
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